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The NVRS Varmint Hunter™ 2.5x50 uses enhanced optics, 
a durable, titanium body and sleek design to separate itself 
from any other night vision riflescope.  The Varmint Hunter 
incorporates a long mount into its ergonomic design to allow 
for more comfort during shooting while also enabling the 
scope to accommodate the widest range of rifles, including 
bolt action styles.  It is also equipped with a powerful 
50mm lens to provide higher resolution and light gathering 
capabilities, and flip-up lens covers open to reveal quality 
multi-coated optics and an illuminated reticle.  A built-in, 
powerful Pulse™ infrared illuminator is easily activated 
to enhance image brightness and increase range in total 
darkness; a precision windage and elevation adjustment and 
remote are additional features.  The Varmint Hunter is also 
digital camera adaptable with the digital camera accessory; 
other accessories include a laser pointer, AK adapter, IR 
flashlight and Doubler lens, which are all sold separately.  
The Varmint Hunter is backed by Yukon’s Limited Lifetime 
Warranty.

VARMINT HUNTER™

• High resolution intensifier 	
• Adjustable lit red-on-green reticle 
• Weaver MIL-STD-1913 rail mount 

system
• "On/Off" and "IR On/Off" remote control
• Precision windage/elevation adjustment
   1 cl = 20mm/100m
• Lightweight, durable titanium body

FEATURES

• NVRS magnification doubler 2.5x50 to 4.3x50 
• Digital camera adapter
• AK side mount to Weaver adpater
• Tactical waterproof case

OPTIONAL ACCESSORIES

• “On-Rifle” carrying case
• Remote On/Off switch

INCLUDED ACCESSORIES

Generation 1
Magnification                                 (x) 2.5
Lens diameter                           (mm) 50
Field of view                                   (°) 15
Resolution, typical                 (lp/mm) 32-36
Focus range                                (yd) 7 to ∞
Eye relief                                   (mm) 45
Diopter adjustment                    (dptr) +4,-4
Detection range                           (yd) up to 230
Recognition range                       (yd) up to 120
IR illuminator effective distance  (yd) up to 100
Reticle type illuminated red-

on-green duplex
Reticle windage/elevation 
adjustment

½ MOA per click

Power supply; battery type 
                        feed voltage          (V)

(2) AA
3

Estimated power life, w/out IR (hour) up to 50
Operating temperature                (°F) -22 to +122
Dimensions                                   (in) 10.0x3.1x3.3
Weight                                         (oz) 31

SPECIFICATIONS

SKU# YK26013WL


